
SALT SPRAY EVALUATION REPORT

Lerma Edo. de  México, December 22th,  2017

CUSTOMER:                                   METSA 

ATTENCION:           ING. CARLOS PANTOJA

REP. NAME:                      JESUS HELO

LWR:                                      32571

SAMPLE DATA           

TIPE:                                                       5  PANELS
 
COATING:                             METSA WHITE 31319

PRETREAMENT:  VITRACOAT´S LABORATORY

 OPERATION PARAMETERS

NORM:                       ASTM – B-117

PHCOLEC:                                   6.7

PRESSURE:                           10 PSI

OPERATION TEMP:                 95 °F

RESULTS

 PANEL 
THICKNESS 

(mil)
ADHESION 

SOLVENT 
RESISTANCE (25 

DOUBLE RUBS, MEK) 

DATE OF 
EVALUATION

HRS. 
EXPOSITION  

CODE 
ASTM 

D – 1654

CODE 
ASTM D – 610

OBSERVATIONS

1 2.50 5B PASS 22- Dic. -17 1004 10 10

2 2.80 5B PASS 22- Dic. -17 1004 10 10

3 3.50 5B PASS 22- Dic. -17 1004 10 10

4 2.30 5B PASS 22- Dic. -17 1004 10 10

5 2.50 5B PASS 22- Dic. -17 1004 10 10

AVERAGE MEASUREMENT OF FAILURE FROM SCRIBE (IN INCHES) FOR SAMPLE
 No.  PANEL  / 

No.   MEASUREMENT 
1 2 3 4 5

1 0 0 0 0 0

2 0 0 0 0 0

3 0 0 0 0 0

4 0 0 0 0 0

5 0 0 0 0 0

AVERAGE 0 0 0 0 0

CODE 10 10 10 10 10

CODE:  ASTM D – 1654

Grado / 
Rating

10 9 8 7 6 5 4 3 2 1 0

(in) 0 0 –1/64 1/64 – 1/32 1/32 -1/16 1/16 – 1/8 1/8– 3/16 3/16 – 1/4 1/4 – 3/8 3/8 – 1/2 1/2 – 5/8 > 5/8 

 (mm) 0 0 – 0.5 0.5 – 1.0 1.0 -2.0 2.0 – 3.0 3.0– 5.0 5.0 – 7.0 7.0 – 10.0 10.0 – 13.0 13.0 – 16.0 > 16.0 

                                                                                  
CODIGO  :  ASTM D – 610  

 Rating 10 9 8 7 6 5 4 3 2 1 0

Description
No rust or 
less than 
0.01%  

Rust, less 
than 

0.03% 

Few Point 
Isolated, less 
than 0.1% 

Less 
than 

0.3%  

Points 
extensive rust, 
less than 1% 

Rust at 
grade 
3% 

Rust at 
grade 
10%

Approx. 1/6 
of the area 

rusted 

Approx. 1/3 
of the area 

rusted  

Approx.  ½ 
of the area 

rusted  

Approx. 100% 
of the area 

rusted  
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PANELS   AFTER EXPOSURE 

PANEL 1 PANEL 2 PANEL 3

PANEL 4 PANEL 5

QUALITY CONTROL
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